Seating configurations and dimensions.

Please note that these renderings are designed to provide you with estimated space requirements.

Continental Seating products are hand crafted and variations from standard dimensions and appearances can occur.
NOTE: Power mechanisms will raise seat height approximately 2 inches. Power mechanisms DO NOT recline as far back as the dard and wallsaver mec hani

54.5 38.5

69 69
38 2l 42
e I el Y = ]
LE 36 = 30 36 3 125 32 base '1_0 32
STANDARD Recliner Mechanism WALLSAVER Recliner Mechanism Partially Reclined Side View
H:42 H:42 1 I6 8i5
D:38.5 Seat: 22 D:38.5 Seat: 22
W:67 W:42.5
L JCJ [
2 Arm Loveseat 2 Arm Recliner | |
8.5 8.5
42 H:42 CJ CJCJ 3
D:38.5 Seat: 22 D:38.5 Seat: 22
W:76 W:83 4 Seat Straight Love-Nest
1 [ (R
2 Seat Straight 2 Seat Curve
e H:42 - —
D:38.5 Seat: 22 . .
D:38.5 Seat: 22
W:109.5 I:I W:123.5 4 Seat Curve Love-Nest
T T Sy
3 Seat Straight 3 Seat Curve
D:385 S Hfg o2
+38.0 >eat: D:38.5 Seat: 22
W: 143

CJ 3 C 3 CJ
4 Seat Straight

é [ R | % W:164

4 Seat Curve

This is a sample representation of the most popular seating configurations and dimensions
to help you prepare your order. You can arrange seating in any configuration you desire!
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